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7. Abstract 

... DLC header, 48 bytes user payload and 16-bit CRC value used to protect the DLC PDU again 
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www.tik.ee.ethz.ch/~wand/DOCUMENTS/papers/5nmo219b.doc - o B 
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7. Abstract 
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8. Abstract 1 Introduction 
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1. 1A-1 Enhancing Survivability of Mobile Internet Access Using ... 

... Each host in the system knows the addresses of all the t TS in the system, and in addition ha 
function f which maps a mobile host's IP address to one ... 
www.ieee-infocom.org/1999/papers/01a_01.pdf - o B 

2. etaCOM 1996 Emerging Technologies & Applications in Communications 

... Threats to Wireless Communication ... Authentication Data origin authentication by message 
thentication codes, digital signatures, and hash functions ... 
security.ece.orst.edu/koc/ece575/notes/wireless.pdf - o B 

3. Knowledge is not a crime 

... FAQ and compression and encryption and CRC info ISI MD5 ... and RC5 SHA SHS, Secure Ha 
RSA ... wireless Privacy and Authentication for Wireless Local Area ... 
www.manos.com/security.html - 62 KB 

4. Wireless Device Configuration (OTASP/OTAPA) via ACAP 

... Message Digest 5 (MD5) - A one-way cryptographic hash function ... MS) - A station, fixed o 
which serves as the end user's wireless com- munications ... 
www.faqs.org/ftp/rfc/rfc2636.pdf - o B 

5. Fast Checking of Individual Certificate Revocation on Small ... 
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6. The Design and Implementation of HomeRF: A Radio Freguencv ... 

... and privacy is clearly needed and should be part of any wireless networking standard. ... vec 
combination of the packet sequence number and a hash of the 48 ... 
research.microsoft.com/users/bahl/papers/pdf/Proceedings2000.pdf -OB 
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... TMUI Temporary Mobile User Identity. ... X| | NEY| | RECEIVE 1 1 i| | KSXY(i) 1 1 RNDY| |Textl | |DSK( 
(X||NEY ... Textl consists of a CRC calculated on: X| |NEY| | RECEIVE 1 1 i| | KSXY ... 
www.3gpp.org/ftp/tsg_sa/WG3_Security/TSGS3_04_990616London/Docs/s3-99146.do - o B 

8. Implementation of ATM QAM Functions for the Integrated Service ... 
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9. EECS 122, Lecture 7 EECS 122, Lecture 7 

... 7 Wireless Link Constraints Wireless Link Constraints ... sized data portion followed by 4-by 
32 ••sends ... usually implemented as hash table usually ... 
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